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COATING PRODUCT ASSESSMENT QUESTIONNAIRE

Product Name 

Quantity

Drawing Attached? Highlight areas to be coated

Company Name:

Describe the Product

Fluorocarbon Limited
Excalibur Way, Irlam, Machester, M44 5DL, UK
Tel: +44 (0) 161 777 6300
Email: info@fluorocarbon.co.uk Web: www.fluorocarbon.co.uk

Registered Office: Fluorocarbon Limited
Unit C Argyle Gate, Argyle Way, Stevenage, Hertfordshire, SG1 2AD
Registered in England No: 006932240
VAT No: GB348912865

GENERAL INFORMATION

TECHNICAL REQUIREMENTS

2. What is the temperature in application (Continuous or Intermittent)?

1. What are the conditions that the coated surfaces would be subjected to? (Temperatures, pH,
concentration, pressure, etc.) 

3. What coating (if any) do you use at present?

4. What are the reasons for the current coating’s failure or reasons for change?



Fluorocarbon Limited
Excalibur Way, Irlam, Machester, M44 5DL, UK
Tel: +44 (0) 161 777 6300
Email: info@fluorocarbon.co.uk Web: www.fluorocarbon.co.uk

Registered Office: Fluorocarbon Limited
Unit C Argyle Gate, Argyle Way, Stevenage, Hertfordshire, SG1 2AD
Registered in England No: 006932240
VAT No: GB348912865

5. How large (what is the area in m2) of the part to be coated? Also, can you give us a likely idea of annual
area to be coated and picture of the part? 

6. What test standards do you use (BS, EN, CMA, etc)? 

5. How large (what is the area in m2) of the part to be coated? Also, can you give us a likely idea of annual
area to be coated and picture of the part? 

6. What test standards do you use (BS, EN, CMA, etc)? 

7. Brief description of the application (end use of the coated surface), including:
End customer type 
Geographical location of end-user 
Price level in the market

8. Type of substrate, grade, thickness?

9. Key coating properties required and test criteria? (Adhesion, Hardness, Scratch resistance, Abrasion
resistance, Temperature resistance, Corrosion resistance, Solvent resistance ) Any other requirement? List in
order of priority.



Fluorocarbon Limited
Excalibur Way, Irlam, Machester, M44 5DL, UK
Tel: +44 (0) 161 777 6300
Email: info@fluorocarbon.co.uk Web: www.fluorocarbon.co.uk

10. Food contact compliance requirement (FDA, LFGB, etc)?

11. Contact with Chemicals?
If so, list them and send SDS and concentration (pH) information where possible. 

Process considerations: please add/circle the applicable answer.

COATINGS PROCESS CONSIDERATIONS

Can you provide clear masking
drawing for areas not to be
coated?

Will masking cause any
damage to your product i.e.
remove prepared surface
coating?

PREPARATION

What is maximum temp parts
can be pre-baked?

Can parts be sand blasted?

Can parts be metal blasted?

COATING

Is there a maximum
temperature parts can be
dried after coating?

Is there a maximum
temperature parts can be
Cured after coating?

OTHER

Are there any parts inside or
around the part that need to
be removed before any or all
of the processes listed start?
If yes, list below. 

OTHER CONT.

Is there any sensitive surfaces
that need protecting from
general handling during listed
processes i.e. surface
scratching. If yes list below.

CURING

We recommend such items
are removed before sending
to us if possible. If not we
would need instructions how
to remove and insert and any
specialist tools would need to
be supplied.

These surfaces should be
clearly marked in  drawing. If
nothing listed we will assume
light scratching to surface of
none coated parts are
acceptable.



Fluorocarbon Limited
Excalibur Way, Irlam, Machester, M44 5DL, UK
Tel: +44 (0) 161 777 6300
Email: info@fluorocarbon.co.uk Web: www.fluorocarbon.co.uk

PACKAGING

Is there any packing requirements to consider if yes please list.

If no specialist packing is required, we will pack with standard packing we deem necessary for protection of
the product.

NOTES

Please note anything else you consider not listed.

Customer signature: Fluorocarbon signature: Date:

Registered Office: Fluorocarbon Limited
Unit C Argyle Gate, Argyle Way, Stevenage, Hertfordshire, SG1 2AD
Registered in England No: 006932240
VAT No: GB348912865
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